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Silent Sync is a self tracking timing belt made for quiet and reduced vibration 
operation and is also excellent choice for horizontal drives. The belt is available 
in nitrile rubber with cord made in aramid and as open end belt in PU with cord 

Product Properties
• Temperature range, depending on application, from –30 °C to +130 °C
• Very low-noise
• Antistatic in accordance with ISO 9563
• Conditionally resistant to oil
• Suitable for tropical climates
• Ozone-resistant
• Aging-resistant
• Maintenance-free
• Dust-proof

Belt witdh 16mm 32mm 62mm

H.O.T H.O.T H.O.T

Pitch p mm 8 8 8

Belt height h mm 5,5 5,5 5,5

Weight kg/m 0,071 0,142 0,283

8M

14M
Belt witdh 35mm 52,5mm 70mm 105mm

H.O.T H.O.T H.O.T H.O.T

Pitch p mm 14 14 14 14

Belt height h mm 9,1 9,1 9,1 9,1

Weight kg/m 0,254 0,381 0,508 0,762

• Material: HNBR 
• Cord: Aramid 
• Temperature range from- 30° to +130°
• Antistatic ISO 9563: Yes

• Material: HNBR 
• Cord: Aramid 
• Temperature range from- 30° to +130°
• Antistatic ISO 9563: Yes

Item no. example

  E  1200   8M   16

Pitch length

Pitch
Belt witdh
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8M

Item no 
JENS 

Number  
of teeth 

Z

Pitch 
length  
Lp, mm

Jens S standard  
belt width, mm

16mm 32mm 64mm

E640 8M 80 640 E6408M16 E6408M32

E720 8M 90 720 E7208M16 E7208M32 E7208M64

E800 8M 100 800 E8008M16 E8008M32 E8008M64

E896 8M 112 896 E8968M16 E8968M32 E8968M64

E1000 8M 125 1000 E10008M16 E10008M32 E10008M64

E1120 8M 140 1120 E11208M16 E11208M32 E11208M64

E1200 8M 150 1200 E12008M16 E12008M32 E12008M64

E1280 8M 160 1280 E12808M16 E12808M32 E12808M64

E1440 8M 180 1440 E14408M16 E14408M32 E14408M64

E1600 8M 200 1600 E16008M16 E16008M32 E16008M64

E1792 8M 224 1792 E17928M16 E17928M32

E2000 8M 250 2000 E20008M16 E20008M32

E2240 8M 288 2240 E22408M16 E22408M32

E2400 8M 300 2400 E24008M16 E24008M32

14M

Item no 
JENS 

Number  
of teeth 

Z

Pitch  
length  
Lp, mm

Jens S standard  
belt width, mm

35mm 52,5mm 70mm 105mm

E994 14M 71 994 E99414M35 E99414M52,5

E1120 14M 80 1120 E112014M35 E112014M52,5 E112014M70

E1190 14M 85 1190 E119014M35 E119014M52,5 E119014M70 E126014M105

E1260 14M 90 1260 E126014M35 E126014M52,5 E126014M70 E140014M105

E1400 14M 100 1400 E140014M35 E140014M52,5 E140014M70 E156814M105

E1568 14M 112 1568 E156814M35 E156814M52,5 E156814M70 E175014M105

E1750 14M 125 1750 E175014M35 E175014M52,5 E175014M70 E196014M105

E1960 14M 140 1960 E196014M35 E196014M52,5 E196014M70 E210014M105

E2100 14M 150 2100 E210014M35 E210014M52,5 E210014M70 E224014M105

E2240 14M 160 2240 E224014M35 E224014M52,5 E224014M70 E238014M105

E2380 14M 170 2380 E238014M35 E238014M52,5 E238014M70 E252014M105

E2520 14M 180 2520 E252014M35 E252014M52,5 E252014M70 E266014M105

E2660 14M 190 2660 E266014M35 E266014M52,5 E266014M70 E280014M105

E2800 14M 200 2800 E280014M35 E280014M52,5 E280014M70 E313614M105

E3136 14M 224 3136 E313614M35 E313614M52,5 E313614M70 E330414M105

E3304 14M 236 3304 E330414M35 E330414M52,5 E330414M70 E350014M105

E3500 14M 250 3500 E350014M35 E350014M52,5 E350014M70 E392014M105

E3920 14M 280 3920 E392014M35 E392014M52,5 E392014M70


