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Datasheet: uni 1400
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uni 1400Series Type -
uni Flex Plastic Chain

EN

TRAVEL

uni Flex Chains
Side flexing chain
Pitch: 82.5 mm (3.25 in)
Backflex radius: 75.0 mm (2.90 in)
Permissible tensile strength: 
POM material 8000 N (1798 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 74

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

50.0 1.97 POM-D W SS304 2.1 1.41 450 17.72

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G P V

mm in mm in mm in mm in

11.0 0.43 54.0 2.13 82.5 3.25 38.0 1.50

All dimensions are for chains in POM material.
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Datasheet: uni 1400
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mm in mm in mm in mm in mm in mm in mm in

Z6 164.5 6.48 177.0 7.00 20.0 0.80 40.0 1.60 63.0 2.50 52.5 2.10 101.5 4.00 x

Z8 215.2 8.47 227.6 9.00 20.0 0.80 50.0 2.00 75.0 2.95 80.6 3.20 126.8 5.00 x

Z10 266.7 10.50 279.0 11.00 20.0 0.80 50.0 2.00 75.0 2.95 108.0 4.30 152.5 6.00 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.59 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 1400 Tab

EN

TRAVEL

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

50.0 1.97 POM-D W SS304 2.3 1.55 450 17.72

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G H J P V

mm in mm in mm in mm in mm in mm in

11.0 0.43 54.0 2.13 20.0 0.79 66.0 2.60 82.5 3.25 38.0 1.50

All dimensions are for chains in POM material.

uni Flex Plastic Chain
Side flexing chain
Pitch: 82.5 mm (3.25 in)
Backflex radius: 75.0 mm (2.90 in)
Permissible tensile strength: 
POM material 8000 N (1798 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 74

uni 1400Series Type Tab
uni Flex Plastic Chain
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Datasheet: uni 1400 Tab
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N

mm in mm in mm in mm in mm in mm in mm in

Z6 164.5 6.48 177.0 7.00 20.0 0.80 40.0 1.60 63.0 2.50 52.5 2.10 101.5 4.00 x

Z8 215.2 8.47 227.6 9.00 20.0 0.80 50.0 2.00 75.0 2.95 80.6 3.20 126.8 5.00 x

Z10 266.7 10.50 279.0 11.00 20.0 0.80 50.0 2.00 75.0 2.95 108.0 4.30 152.5 6.00 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.59 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 1700

TRAVEL

EN

Link  
material

Rubber  
material

X Z Y

mm in mm in mm in

POM-D  W 05 I 10.0 0.39 30.0 1.18 3.0 0.12

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

55.0 2.17

POM-D  W

POM-D  G

POM-LF  W

POM-LF  BR

GR  K

SS304 1.4 0.94 150.0 5.91

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G K L P T V

mm in mm in mm in mm in mm in mm in mm in

8.0 0.31 59.0 2.32 11.9 0.37 12.0 0.47 50.0 1.97 3.1 0.12 24.0 0.94

All dimensions are for chains in POM material.

Rubber Top

Accessories

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

uni 1700Series Type -
uni Flex Plastic Chain
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Datasheet: uni 1700
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.
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Datasheet: uni 1701

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

Link  
material

Rubber  
material

X Z Y

mm in mm in mm in

POM-D  W 05 I 10.0 0.39 30.0 1.18 3.0 0.12

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

52.4 2.06

POM-D  W

POM-D  G

POM-LF  BR

SS304 1.5 1.01 150.0 5.91

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G (curve) G (straight) P Q T V

mm in mm in mm in mm in mm in mm in mm in

8.0 0.31 60.0 2.37 62.0 2.44 50.0 1.97 58.4 2.30 3.9 0.15 25.0 0.98

All dimensions are for chains in POM material.

Rubber Top

Accessories

TRAVEL

EN

uni 1701Series Type -
uni Flex Plastic Chain

10
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Datasheet: uni 1701
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 1701 Tab

Link  
material

Rubber  
material

X Z Y

mm in mm in mm in

POM-D  W 05 I 10.0 0.39 30.0 1.18 3.0 0.12

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.3 2.10

POM-D  W

POM-D  G

POM-LF  BR

SS304 1.5 1.01 150.0 5.91

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G H J P T V

mm in mm in mm in mm in mm in mm in mm in

8.0 0.31 56.0 2.20 19.0 0.75 66.7 2.63 50.0 1.97 3.9 0.15 25.0 0.98

All dimensions are for chains in POM material.

Rubber Top

Accessories

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

TRAVEL

uni 1701Series Type Tab
uni Flex Plastic Chain

EN

12
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Datasheet: uni 1701 Tab
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 1701 Tab R

uni 1701Series Type Tab R
uni Flex Plastic Chain

EN

TRAVEL

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

Link  
material

Rubber  
material

X Z Y

mm in mm in mm in

POM-LF  BR 05 I 10.0 0.39 25.0 0.98 3.0 0.12

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.2 2.09 POM-LF  BR SS304 1.5 1.01 125.0 4.92

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G H J P T V

mm in mm in mm in mm in mm in mm in mm in

8.0 0.31 53.2 2.20 19.0 0.75 66.7 2.63 50.0 1.97 3.9 0.15 25.0 0.98

All dimensions are for chains in POM material.

Rubber Top

Accessories

14
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Datasheet: uni 1701 Tab R
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 1701 Tab R ST

EN

uni 1701Series Type Tab R ST
uni Flex Plastic Chain

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

Steel top cover:  
SS430 thickness 1.0 mm  
(0.04 in)

Width (W) Recommended
material & color

Recommended
pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.3 2.10 POM-LF  BR SS304 - - 125.0 4.92

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G H J P V

mm in mm in mm in mm in mm in mm in

8.0 0.31 56.0 2.20 20.0 0.79 66.7 2.63 50.0 1.97 26.0 1.02

All dimensions are for chains in POM material.

TRAVEL

16
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Datasheet: uni 1701 Tab R ST
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.8 mm/0.62 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 1702

TRAVEL

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

Link  
material

Rubber  
material

X Z Y

mm in mm in mm in

POM-D  W 05 I 10.0 0.39 30.0 1.18 3.0 0.12

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.3 2.10

POM-D  W

POM-D  G

POM-LF  BR

POM-SLF  DG

SS304 1.5 1.01 150.0 5.91

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G L P T V

mm in mm in mm in mm in mm in mm in

8.0 56.90 59.0 2.24 12.7 0.50 50.0 1.97 3.5 0.14 25.0 0.98

All dimensions are for chains in POM material.

Rubber Top/NON STANDARD

Accessories

uni 1702Series Type -
uni Flex Plastic Chain

EN

18
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Datasheet: uni 1702

This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect 
use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
Ammeraal Beltech are subject to general terms and conditions of sale and delivery, as applied by its operating companies.

Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com

C
on

ve
yo

r 
Be

lts

Se
am

le
ss

 B
el

ts

M
od

ul
ar

 B
el

ts

Ti
m

in
g 

Be
lts

Tr
an

sm
iss

io
n 

 B
el

ts

Fa
br

ic
at

io
n 

 
&

 s
er

vi
ce

T +45 7572 3100
F +45 7572 3348
admin@unichains.com
www.unichains.com

Ammeraal Beltech Modular A/S
Hjulmagervej 21
DK-7100 Vejle

N
o

 o
f 

te
et

h

Pi
tc

h
  

d
ia

m
et

er

O
ve

ra
ll-

d
ia

m
et

er

M
in

. ø
 b

o
re

M
ax

. ø
 b

o
re

H
u

b
- 

d
ia

m
et

er

A
-d

im
en

ti
o

n

B
-d

im
en

si
o

n

M
o

ld
ed

  P
A

66
 LG

M
o

ld
ed

  C
as

t 
Iro

n

M
ac

h
in

ed
  P

A
66

 
N

M
ac

h
in

ed
  

SS
30

4

mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 1702 H
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uni 1702Series Type H
uni Flex Plastic Chain

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 3.05 m (10.0 ft)
No. of links/box: 61

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

B E G L P T V

mm in mm in mm in mm in mm in mm in mm in

98.0 3.86 8.0 0.31 56.9 2.24 12.7 0.50 50.0 1.97 4.0 0.16 35.0 1.38

All dimensions are for chains in POM material.

Width (W) Recommended
base material & color

Recommended
plate material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.3 2.10

POM-D  W

POM-D  G

POM-LF  BR

POM-SLF  W

POM-SLF  G

POM-LF  BR

- - 150.0 5.91

20
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Datasheet: uni 1702 H
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.8 mm/0.62 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 1702 M

TRAVEL

EN

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 125.0 mm (4.90 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

uni 1702Series Type M
uni Flex Plastic Chain

Width (W)
Base material & color Peg material Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.3 2.10 POM-D W
POM-D W

POM-D G
SS304 1.5 1.01 150.0 5.91

When ordering, please state the required distance between the pegs.

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E F G I L P T V

mm in mm in mm in mm in mm in mm in mm in mm in

8.0 0.31 17.5 0.69 56.9 2.24 12.0 0.47 12.7 0.50 50.0 1.97 3.5 0.14 42.5 1.67

All dimensions are for chains in POM material.
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Datasheet: uni 1702 M
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request.
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet.
uni Idler: See uni Idler data sheet.

Non standard material and color:  
See uni Material and Color Overview.
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Datasheet: uni 1703
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uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)
AR material 2800 N (630 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

uni 1703Series Type -
uni Flex Plastic Chain

EN

TRAVEL

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.3 2.10
POM-D  W

AR  W
SS304 1.4 0.94 150.0 5.91

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G P T V

mm in mm in mm in mm in mm in

8.0 0.31 56.9 2.24 50.0 1.97 4.0 0.16 25.0 0.98

All dimensions are for chains in POM material.
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Datasheet: uni 1703

This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect 
use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
Ammeraal Beltech are subject to general terms and conditions of sale and delivery, as applied by its operating companies.

Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.
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Datasheet: uni 1704

EN

uni 1704Series Type -
uni Flex Plastic Chain

TRAVEL

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 4000 N (899 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

Link 
material

Rubber 
material

X Z Y

mm in mm in mm in

POM-D  W 05 I 10.0 0.39 30.0 1.18 3.0 0.12

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.3 2.10
POM-D  W

POM-D  G
SS304 1.3 0.87 137.5 5.41

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G P T V

mm in mm in mm in mm in mm in

8.0 0.31 56.9 2.24 50.0 1.97 4.0 0.16 23.9 0.94

All dimensions are for chains in POM material.

Rubber Top/NON STANDARD

Accessories

26
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Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com
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Datasheet: uni 1704
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.
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Datasheet: uni 1705

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.2 2.09 POM-D  W SS304 1.4 0.94 136.0 5.35

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

Accessories
Rubber Top/NON STANDARD

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 3100 N (689 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

Link 
material

Rubber
material

X Z Y

mm in mm in mm in

POM-D  W 05 I 10.0 0.39 30.0 1.18 3.0 0.12

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G P V

mm in mm in mm in mm in

8.7 0.34 57.0 2.24 50.0 1.97 25.0 0.98

All dimensions are for chains in POM material.

EN

uni 1705Series Type -
uni Flex Plastic Chain

TRAVEL

28
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Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com
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Datasheet: uni 1705
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.
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Link  
material

Rubber  
material

X Z Y

mm in mm in mm in

POM-D  W 05 I 10.0 0.39 30.0 1.18 3.0 0.12

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.2 2.09 POM-D W SS304 1.4 0.94 150.0 5.91

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G P V

mm in mm in mm in mm in

8.7 0.34 57.0 2.24 50.0 1.97 24.0 0.95

All dimensions are for chains in POM material.

Rubber Top/NON STANDARD

Accessories

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 120.0 mm (4.70 in)
Permissible tensile strength: 
POM material 3100 N (689 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

EN

uni 1706Series Type -
uni Flex Plastic Chain
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Datasheet: uni 1706

This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect 
use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
Ammeraal Beltech are subject to general terms and conditions of sale and delivery, as applied by its operating companies.

Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.
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uni 1707Series Type -
uni Flex Plastic Chain

TRAVEL

Link
material

Rubber  
material

X Z Y

mm in mm in mm in

POM-D  W 05 I 10.0 0.39 25.0 0.98 3.0 0.12

Width (W) Recommended
material & color

Recommended
Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.2 2.09 POM-D W SS304 - - 135.0 5.31

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G P V

mm in mm in mm in mm in

8.7 0.34 57.0 2.24 50.0 1.97 25.0 0.98

All dimensions are for chains in POM material.

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.0 mm (1.97 in)
Backflex radius: 70.0 mm (2.80 in)
Permissible tensile strength: 
POM material 3200 N (719 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 122

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

Rubber Top

Accessories

32
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use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
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Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com
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Datasheet: uni 1707
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mm in mm in mm in mm in mm in mm in mm in

Z8 130.7 5.14 133.0 5.20 20.00 0.80 40.00 1.60 63.00 2.50 47.90 1.90 82.40 3.20 x x x x

Z10 161.8 6.37 166.1 6.50 20.00 0.80 40.00 1.60 63.00 2.50 64.50 2.50 97.30 3.80 x x x x

Z12 193.2 7.61 196.0 7.70 20.00 0.80 40.00 1.60 63.00 2.50 80.80 3.20 112.40 4.40 x x x

Z13 208.9 8.22 214.0 8.40 20.00 0.80 40.00 1.60 63.00 2.50 88.90 3.50 120.10 4.70 x x x

Sprocket

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Molded sprocket Cast iron sprocket Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet
uni Idler: See uni Idler data sheet

Non standard material and color:  
See uni Material and Color Overview.
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Datasheet: uni 2500

uni 2500Series Type -
uni Flex Plastic Chain

TRAVEL

uni Flex Plastic Chain
Side flexing chain
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 7500 N (1686 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

44.0 1.73 POM-D W SS304 2.0 1.34 600.0 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G P Q T V

mm in mm in mm in mm in mm in mm in

9.5 0.37 46.4 1.83 63.5 2.50 47.0 1.85 5.0 0.20 40.0 1.57

All dimensions are for chains in POM material.

Rubber Top/NON STANDARD
Accessories

Link
material

Rubber  
material

Z X Y

mm in mm in mm in

POM-D W 05 I 30.0 1.18 10.0 0.39 3.0 0.12

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

EN
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This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect use of 
the above stated information. This information replaces previous information. All activities performed and services rendered by Ammeraal 
Beltech are subject to general terms and conditions of sale and delivery, as applied by its operating companies.
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Datasheet: uni 2500
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mm in mm in mm in mm in mm in mm in mm in

Z6 126.7 4.99 136.0 5.35 20.00 0.8 40.00 1.6 63.00 2.5 35.00 1.4 83.30 3.3 x

Z8 165.7 6.52 176.0 6.93 20.00 0.8 40.00 1.6 73.50 2.9 56.70 2.2 102.80 4.0 x

Z15 305.3 12.02 317.4 12.50 20.00 0.8 40.00 1.6 73.50 2.9 129.40 5.1 172.70 6.8  x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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TRAVEL

EN

uni 2600Series Type C
uni Flex Plastic Chain

uni Flex Plastic Chain
Side flexing chain
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96

Link
material

Rubber  
material

Z X Y

mm in mm in mm in

POM-D  W 05 I 30.0 1.18 10.0 0.39 3.0 0.12

Norminal width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

42.0 1.65  POM-D W  G  B SS304 1.4 0.94 600.0 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering. please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview.

E G P T V

mm in mm in mm in mm in mm in

11.0 0.43 44.5 1.75 63.5 2.50 3.5 0.14 28.4 1.12

All dimensions are for chains in POM material.

Rubber Top/NON STANDARD

Accessories
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Datasheet: uni 2600 C

This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect 
use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
Ammeraal Beltech are subject to general terms and conditions of sale and delivery, as applied by its operating companies.

Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com
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Sprocket

Machined sprocket Cast iron sprocket SS304 sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet
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mm in mm in mm in mm in mm in mm in mm in

Z6 127.0 5.00 128.0 5.04 20.0 0.79 40.0 1.57 63.0 2.48 40.8 1.61 78.1 3.07 x x

Z8 165.9 6.53 168.9 6.65 20.0 0.79 50.0 1.97 73.5 2.89 62.5 2.46 97.5 3.84 x x x

Z10 205.5 8.09 210.5 8.29 20.0 0.79 50.0 1.97 73.5 2.89 83.5 3.29 117.2 4.61 x x

Z11 225.4 8.87 231.4 9.11 20.0 0.79 50.0 1.97 73.5 2.89 93.9 3.70 127.1 5.00 x x

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 2600 CV

H

P

V

E GW

uni Flex Plastic Chain
Straight running
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material: 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96

Norminal width (W) Recommended
Material & color

Recommended
Pin material

Weight

mm in kg/m lb/ft

61.5 2.42 POM-D W SS304 2.1 1.41

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G H P V

mm in mm in mm in mm in mm in

11.0 0.43 64.0 2.52 55.0 2.17 63.5 2.50 28.4 1.12

All dimensions are for chains in POM material.

TRAVEL

uni 2600Series Type CV
uni Flex Plastic Chain

EN
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This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect 
use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
Ammeraal Beltech are subject to general terms and conditions of sale and delivery, as applied by its operating companies.

Solid advice
For all your belting needs
Local stock & service  
www.ammeraalbeltech.com
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Hjulmagervej 21
DK-7100 Vejle

un
i 2

60
0 

C
V

/1
50

41
5

B

A

Datasheet: uni 2600 CV

Sprocket

Machined sprocket Cast iron sprocket SS304 sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet
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mm in mm in mm in mm in mm in mm in mm in

Z6 127.0 5.00 128.0 5.04 20.0 0.79 40.0 1.57 63.0 2.48 40.8 1.61 78.1 3.07 x x

Z8 165.9 6.53 168.9 6.65 20.0 0.79 50.0 1.97 73.5 2.89 62.5 2.46 97.5 3.84 x x x

Z10 205.5 8.09 210.5 8.29 20.0 0.79 50.0 1.97 73.5 2.89 83.5 3.29 117.2 4.61 x x

Z11 225.4 8.87 231.4 9.11 20.0 0.79 50.0 1.97 73.5 2.89 93.9 3.70 127.1 5.00 x x

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 2600 Tab O

P

R
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E

G

H

JW

Norminal width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

42.0 1.65
 POM-D W  G  B

 POM-SLF DG
SS304 1.4 0.94  600 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G H J P V

mm in mm in mm in mm in mm in mm in

11.0 0.43 44.5 1.75 14.0 0.55 54.0 2.13 63.5 2.50 28.4 1.12

All dimensions are for chains in POM material.

uni Flex Plastic Chain
Side flexing chain
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material: 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96

TRAVEL

uni 2600Series Type Tab O
uni Flex Plastic Chain

EN
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This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect 
use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
Ammeraal Beltech are subject to general terms and conditions of sale and delivery, as applied by its operating companies.

Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com
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Sprocket

Machined sprocket Cast iron sprocket SS304 sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet
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mm in mm in mm in mm in mm in mm in mm in

Z6 127.0 5.00 128.0 5.04 20.0 0.79 40.0 1.57 63.0 2.48 40.8 1.61 78.1 3.07 x x

Z8 165.9 6.53 168.9 6.65 20.0 0.79 50.0 1.97 73.5 2.89 62.5 2.46 97.5 3.84 x x x

Z10 205.5 8.09 210.5 8.29 20.0 0.79 50.0 1.97 73.5 2.89 83.5 3.29 117.2 4.61 x x

Z11 225.4 8.87 231.4 9.11 20.0 0.79 50.0 1.97 73.5 2.89 93.9 3.70 127.1 5.00 x x

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 2600 Tab O M
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 S

TA
N

D
A
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uni Flex Plastic Chain
Side flexing chain
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96

Norminal width (W) Recommended
Material & color

Recommended
Pin material

Weight Min. radius R

mm in kg/m lb/ft mm in

42.0 1.65
POM-D   W

POM-LF  BR
SS304 1.6 1.08 600.0 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.
When ordering, please, state the required distance between the product supports.

E G F H J P V

mm in mm in mm in mm in mm in mm in mm in

11.0 0.43 44.5 1.75 5.6 0.22 14.0 0.55 54.0 2.13 63.5 2.50 28.4 1.12

All dimensions are for chains in POM material.

TRAVEL

uni 2600Series Type Tab O M
uni Flex Plastic Chain

EN
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Datasheet: uni 2600 Tab O M

This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect 
use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
Ammeraal Beltech are subject to general terms and conditions of sale and delivery, as applied by its operating companies.

Solid advice
For all your belting needs
Local stock & service  
www.ammeraalbeltech.com
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Ammeraal Beltech Modular A/S
Hjulmagervej 21
DK-7100 Vejle

Sprocket

Machined sprocket Cast iron sprocket SS304 sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet
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mm in mm in mm in mm in mm in mm in mm in

Z6 127.0 5.00 128.0 5.04 20.0 0.79 40.0 1.57 63.0 2.48 40.8 1.61 78.1 3.07 x x

Z8 165.9 6.53 168.9 6.65 20.0 0.79 50.0 1.97 73.5 2.89 62.5 2.46 97.5 3.84 x x x

Z10 205.5 8.09 210.5 8.29 20.0 0.79 50.0 1.97 73.5 2.89 83.5 3.29 117.2 4.61 x x

Z11 225.4 8.87 231.4 9.11 20.0 0.79 50.0 1.97 73.5 2.89 93.9 3.70 127.1 5.00 x x

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

43



P

R

V

E

GW

ST
A

N
D

A
RD

SI
D

E 
FL

EX
IN

G
PI

TC
H

 6
3.

5 
M

M
/2

.5
0 

IN

Datasheet: uni 2600 O
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uni 2600Series Type O
uni Flex Plastic Chain

Norminal width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

42.0 1.65  POM-D W  G  B SS304 1.3 0.87  600 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G P V

mm in mm in mm in mm in

11.0 0.43 44.5 1.75 63.5 2.50 28.4 1.12

All dimensions are for chains in POM material.

TRAVEL

uni Flex Chains
Side flexing chain
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material: 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96
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This information is subject to alteration due to continuous development. Ammeraal Beltech will not be held liable for the incorrect 
use of the above stated information. This information replaces previous information. All activities performed and services rendered by 
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Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com
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Datasheet: uni 2600 O

Sprocket

Machined sprocket Cast iron sprocket SS304 sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet
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mm in mm in mm in mm in mm in mm in mm in

Z6 127.0 5.00 128.0 5.04 20.0 0.79 40.0 1.57 63.0 2.48 40.8 1.61 78.1 3.07 x x

Z8 165.9 6.53 168.9 6.65 20.0 0.79 50.0 1.97 73.5 2.89 62.5 2.46 97.5 3.84 x x x

Z10 205.5 8.09 210.5 8.29 20.0 0.79 50.0 1.97 73.5 2.89 83.5 3.29 117.2 4.61 x x

Z11 225.4 8.87 231.4 9.11 20.0 0.79 50.0 1.97 73.5 2.89 93.9 3.70 127.1 5.00 x x

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 2600 OV
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uni Flex Plastic Chain
Straight running
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material: 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96

Norminal width (W) Recommended
Material & color

Recommended
Pin material

Weight

mm in kg/m lb/ft

61.5 2.42 POM-D W SS304 2.0 1.34

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G H P V

mm in mm in mm in mm in mm in

11.0 0.43 64.0 2.25 55.0 2.17 63.5 2.50 28.4 1.12

All dimensions are for chains in POM material.

uni 2600Series Type OV
uni Flex Plastic Chain

46
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Solid advice
For all your belting needs
Local stock & service  
www.ammeraalbeltech.com
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Datasheet: uni 2600 OV

Sprocket

Machined sprocket Cast iron sprocket SS304 sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet
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mm in mm in mm in mm in mm in mm in mm in

Z6 127.0 5.00 128.0 5.04 20.0 0.79 40.0 1.57 63.0 2.48 40.8 1.61 78.1 3.07 x x

Z8 165.9 6.53 168.9 6.65 20.0 0.79 50.0 1.97 73.5 2.89 62.5 2.46 97.5 3.84 x x x

Z10 205.5 8.09 210.5 8.29 20.0 0.79 50.0 1.97 73.5 2.89 83.5 3.29 117.2 4.61 x x

Z11 225.4 8.87 231.4 9.11 20.0 0.79 50.0 1.97 73.5 2.89 93.9 3.70 127.1 5.00 x x

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 2600 Tab C

uni Flex Plastic Chain
Side flexing chain
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material: 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96

Link
material

Rubber  
material

Z X Y

mm in mm in mm in

POM-D  W 05 I 30.0 1.18 10.0 0.39 3.0 0.12

Norminal width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

42.0 1.65  POM-D W  G  B SS304 1.5 1.00  600 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering. please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview.

E G H J P T V

mm in mm in mm in mm in mm in mm in mm in

11.0 0.43 44.5 1.75 14.0 0.55 54.0 2.13 63.5 2.50 3.5 0.14 28.4 1.12

Rubber Top/NON STANDARD

Accessories

TRAVEL

All dimensions are for chains in POM material.

uni 2600Series Type Tab C
uni Flex Plastic Chain

EN
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Expert advice, quality solutions
and local service 
for all your belting needs
www.ammeraalbeltech.com

C
on

ve
yo

r 
Be

lts

Se
am

le
ss

 B
el

ts

M
od

ul
ar

 B
el

ts

Ti
m

in
g 

Be
lts

Tr
an

sm
iss

io
n 

 B
el

ts

Fa
br

ic
at

io
n 

 
&

 s
er

vi
ce

T +45 7572 3100
F +45 7572 3348
admin@unichains.com
www.unichains.com

Ammeraal Beltech Modular A/S
Hjulmagervej 21
DK-7100 Vejle

un
i 2

60
0 

Ta
b 

C
/1

50
31

9

B

A

N
o

 o
f 

te
et

h

Pi
tc

h
  

d
ia

m
et

er

O
ve

ra
ll-

d
ia

m
et

er

M
in

. ø
 b

o
re

M
ax

. ø
 b

o
re

H
u

b
- 

d
ia

m
et

er

A
-d

im
en

ti
o

n

B
-d

im
en

si
o

n

M
o

ld
ed

  P
A

66
 LG

M
o

ld
ed

  C
as

t 
iro

n

M
ac

h
in

ed
  

SS
30

4

mm in mm in mm in mm in mm in mm in mm in

Z6 127.0 5.00 128.0 5.04 20.0 0.79 40.0 1.57 63.0 2.48 40.8 1.61 78.1 3.07 x x

Z8 165.9 6.53 168.9 6.65 20.0 0.79 50.0 1.97 73.5 2.89 62.5 2.46 97.5 3.84 x x x

Z10 205.5 8.09 210.5 8.29 20.0 0.79 50.0 1.97 73.5 2.89 83.5 3.29 117.2 4.61 x x

Z11 225.4 8.87 231.4 9.11 20.0 0.79 50.0 1.97 73.5 2.89 93.9 3.70 127.1 5.00 x x

Datasheet: uni 2600 Tab C

Sprocket

Machined sprocket Cast iron sprocket SS304 sprocket

Other sprocket sizes are available upon request
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Link
material

Rubber  
material

Z X Y

mm in mm in mm in

POM-d  W 05 I 10.0 0.39 60.0 2.36 3.0 0.12

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

110.0 4.33
POM-d    W

POM-LF   BR
SS304 4.6 3.09 300.0 11.81

non standard material and color: See uni Material and Color Overview.
non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
rubber top.

Other non Standard rubber profiles:
See uni rubber Profile Overview

E G J K L P T V

mm in mm in mm in mm in mm in mm in mm in mm in

12.0 0.47 92.0 3.64 57.0 2.24 19.0 0.75 18.5 0.71 70.0 2.76 6.3 0.25 45.0 1.77

all dimensions are for chains in POM material.

Rubber Top/NON STANDARD

Accessories

uni 2700Series type -
uni Flex Plastic Chain

uni Flex Plastic Chain
Side flexing chain
Pitch: 70.0 mm (2.76 in)
Backflex radius: 200 mm (8.00 in)
Permissible tensile strength: 
POM material 11000 n (2473 lbf)

delivery: 5.0 m (16.5 ft)
no. of links/box: 72

traVEL
Straight Curve
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N

mm in mm in mm in mm in mm in mm in mm in

Z8 182.8 7.20 184.0 7.2 20.00 0.8 50.00 2.0 73.50 2.9 92.80 3.7 116.70 4.6 x

Z10 226.4 8.91 227.6 9.0 20.00 0.8 50.00 2.0 73.50 2.9 116.00 4.6 137.60 5.4 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.60 in
Width of sprocket: 42.3 mm/1.70 in
uni retainer rings: See uni retainer ring data sheet

non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

51



ST
A

N
D

A
RD

ST
A

N
D

A
RD

ST
A

N
D

A
RD

ST
A

N
D

A
RD

SI
D

E 
FL

EX
IN

G
PI

TC
H

 5
0.

8 
M

M
/2

.0
0 

IN

Datasheet: uni 3200 Tab

P

V

W

E

R

G
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J

TRAVEL

EN

uni 3200Series Type Tab
uni Flex Plastic Chain

uni Flex Plastic Chain
Side flexing chain
Pitch: 50.8 mm (2.00 in)
Backflex radius:  
60.0 mm (2.40 in)
Permissible tensile strength: 
POM material: 3150 N (708 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 120

Width (W)
Material & color Pin material

Weight Min. radius R

mm in kg/m lb/ft mm in

57.2 2.25 POM-DI  G SS304 1.3 0.87 406.0 16.00

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G J H P V

mm in mm in mm in mm in mm in mm in

6.4 0.25 59.5 2.34 69.9 2.75 13.8 0.54 50.8 2.00 20.3 0.80

All dimensions are for chains in POM material.
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Datasheet: uni 3200 Tab
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N

mm in mm in mm in mm in mm in mm in mm in

Z8 132.9 5.23 134.0 5.30 19.1 0.80 40.0 1.60 65.0 2.60 51.2 2.00 79.6 3.10  x

Z10 164.5 6.48 160.0 6.30 19.1 0.80 40.0 1.60 65.0 2.60 68.0 2.70 92.4 3.60 x

Z10 164.5 6.48 160.0 6.30 40.0 1.60 70.0 2.80 120.0 4.70 68.0 2.70 92.4 3.60  x

Z12 194.4 7.65 204.0 8.00 19.1 0.80 40.0 1.60 65.0 2.60 84.7 3.30 108.4 4.30 x

Z12 194.4 7.65 204.0 8.00 40.0 1.60 70.0 2.80 120.0 4.70 84.7 3.30 108.4 4.30 x

Z15 244.4 9.62 250.0 9.80 19.1 0.80 40.0 1.60 65.0 2.60 109.4 4.30 132.4 5.20 x

Z15 244.4 9.62 250.0 9.80 40.0 1.60 70.0 2.80 120.0 4.70 109.4 4.30 132.4 5.20 x

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 25.0 mm/1.00 in
Width of sprocket: 42.3 mm/1.70 in
uni Retainer Rings: See uni Retainer Ring data sheet

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Non standard material and color:  
See uni Material and Color Overview.

Sprocket
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uni Flex Plastic Chain
Side flexing chain
Pitch: 70.0 mm (2.76 in)
Permissible tensile strength: 
POM material 11000 N (2473 lbf)

Delivery: 5.0 m (16.5 ft)
No. of links/box: 72

Note that the 2700 H 
cannot backflex.

Non standard base material and color: See uni Material and Color Overview.
Non standard plate material and color: See uni Material and Color Overview.

B E G J K L P T V

mm in mm in mm in mm in mm in mm in mm in mm in mm in

139.0 5.47 12.0 0.47 92.0 3.62 57.0 2.24 19.0 0.75 29.4 1.16 70.0 2.76 6.1 0.24 56.4 2.22

All dimensions are for chains in POM material.

Width (W) Recommended base
material & color

Recommended plate
material & color

Weight Min. radius (R)

mm in kg/m lb/ft mm in

110.0 4.33

POM-D    W

POM-D    G

POM-LF   BR

POM-D    W

POM-D    G

POM-LF   BR

5.6 3.76 600.0 23.62

uni 2700Series Type H
uni Flex Plastic Chain
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N

mm in mm in mm in mm in mm in mm in mm in

Z8 182.8 7.20 184.0 7.2 20.00 0.8 50.00 2.0 73.50 2.9 92.80 3.7 116.70 4.6 x

Z10 226.4 8.91 227.6 9.0 20.00 0.8 50.00 2.0 73.50 2.9 116.00 4.6 137.60 5.4 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.60 in
Width of sprocket: 42.3 mm/1.70 in
uni Retainer Rings: See uni Retainer Ring data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 3000

uni 3000 -
uni Flex Plastic Chain
Series Type

EN

TRAVEL

Width (W) Recommended
Material & color

Recommended
Pin material

Weight Min radius R

mm in kg/m lb/ft mm in

200.0 7.87 POM-D W    POM-D G SS304 5.8 3.90 600.0 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G J L P T V

mm in mm in mm in mm in mm in mm in mm in

12.1 0.48 104.0 4.09 110.0 4.33 28.4 1.12 80.1 3.15 9.0 0.35 52.0 2.05

All dimensions are for chains in POM material.

uni Flex Plastic Chain
Side flexing chain
Pitch: 80.1 mm (3.15 in)
Backflex radius: 200.0 mm (8.00 in)
Permissible tensile strength: 
POM material 11000 N (2473 lbf)

Delivery: 3.05 m (10 ft)
No. of links/box: 38
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mm in mm in mm in mm in mm in mm in mm in

Z10 226.4 8.91 227.6 8.96 20.0 0.79 50.0 1.97 73.5 2.89 116.0 4.57 137.6 5.42 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.60 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 2800 Tab

V

W G

h

r

P

E

J

u
n

i f
le

x
 p

la
st

ic
 c

h
a

in

uni 2800series type Tab
uni flex plastic chain

EN

uni Flex Plastic Chain
side flexing chain
pitch: 82.5 mm (3.25 in)
Backflex radius: 75.0 mm (2.90 in)
permissible tensile strength: 
pOM material 6000 n (1349 lbf)

Delivery: 6.1 m (20.0 ft)
no. of links/box: 74

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.5 2.11 pOM-D W SS304 1.7 1.14 500 19.69

non standard material and color: see uni Material and color Overview.
non standard pin material: see uni Material and color Overview.

E G H J P V

mm in mm in mm in mm in mm in mm in

9.5 0.37 54.0 2.13 18.1 0.71 67.4 2.65 82.5 3.25 37.3 1.47

all dimensions are for chains in pOM material.

tRaVel
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N

mm in mm in mm in mm in mm in mm in mm in

Z6 165.0 6.50 168.0 6.60 20.0 0.80 40.0 1.60 63.0 2.50 53.0 2.10 101.0 4.00 x
Z8 215.6 8.49 224.0 8.80 20.0 0.80 50.0 2.00 73.5 2.90 81.1 3.20 126.3 5.00 x

Z10 267.0 10.51 277.0 10.90 20.0 0.80 50.0 2.00 73.5 2.90 108.5 4.30 152.0 6.00 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.59 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: see uni Retainer Ring data sheet

non standard material and color:  
see uni Material and color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

59



n
o

n
 S

ta
n

d
a

rd
St

a
n

d
a

rd
Si

d
e 

fl
ex

in
g

Pi
tc

h
 7

0.
0 

m
m

/2
.7

6 
in

Datasheet: uni 2700 H R

P

W gJB
r

V

t

l

e

K

2º

TRAVEL

Straight

Curve

uni 2700Series Type H R
uni Flex Plastic Chain

EN

uni Flex Plastic Chain
Side flexing chain
Pitch: 70.0 mm (2.76 in)
Permissible tensile strength: 
POM material 11000 N (2473 lbf)

Delivery: 5.0 m (16.5 ft)
No. of links/box: 72

Note that the 2700 H-R 
cannot backflex.

B E G J K L P T V

mm in mm in mm in mm in mm in mm in mm in mm in mm in

139.0 5.47 12.0 0.47 92.0 3.62 57.0 2.24 19.0 0.75 29.4 1.16 70.0 2.76 6.1 0.24 56.4 2.22

All dimensions are for chains in POM material.

Width (W) Recommended base
material & color

Recommended plate
material & color

Weight Min. radius (R)

mm in kg/m lb/ft mm in

110.0 4.33

POM-D    W

POM-D    G

POM-LF   BR

POM-D    W

POM-D    G

POM-LF   BR

4.33 5.4 250.0 9.84

Non standard base material and color: See uni Material and Color Overview.
Non standard plate material and color: See uni Material and Color Overview.
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Non standard material and color:  
See uni Material and Color Overview.
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Datasheet: uni 2700 H R
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N

mm in mm in mm in mm in mm in mm in mm in

Z8 182.8 7.20 184.0 7.2 20.00 0.8 50.00 2.0 73.50 2.9 92.80 3.7 116.70 4.6 x

Z10 226.4 8.91 227.6 9.0 20.00 0.8 50.00 2.0 73.50 2.9 116.00 4.6 137.60 5.4 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.60 in
Width of sprocket: 42.3 mm/1.70 in
uni Retainer Rings: See uni Retainer Ring data sheet

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 2800

Width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

53.5 2.11 POM-D W SS304 1.6 1.09 500 19.69

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E G P V

mm in mm in mm in mm in

9.5 0.37 54.0 2.13 82.5 3.25 37.3 1.47

All dimensions are for chains in POM material.

uni Flex Plastic Chain
Side flexing chain
Pitch: 82.5 mm (3.25 in)
Backflex radius: 75.0 mm (2.90 in)
Permissible tensile strength: 
POM material 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 74

uni 2800Series Type -
uni Flex Plastic Chain

EN

TRAVEL
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Datasheet: uni 2800
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N

mm in mm in mm in mm in mm in mm in mm in

Z6 165.0 6.50 168.0 6.60 20.0 0.80 40.0 1.60 63.0 2.50 53.0 2.10 101.0 4.00 x
Z8 215.6 8.49 224.0 8.80 20.0 0.80 50.0 2.00 73.5 2.90 81.1 3.20 126.3 5.00 x

Z10 267.0 10.51 277.0 10.90 20.0 0.80 50.0 2.00 73.5 2.90 108.5 4.30 152.0 6.00 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.59 in
Width of sprocket: 42.3 mm/1.67 in
uni Retainer Rings: See uni Retainer Ring data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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uni 2700Series Type LH
uni Flex Plastic Chain

EN

TRAVEL

Straight

Curve

uni Flex Chains
Side flexing chain
Pitch: 70.0 mm (2.76 in)
Permissible tensile strength: 
POM material 11000 N (2473 lbf)

Delivery: 2.5 m (8.25 ft)
No. of links/box: 36

Note that the 2700 LH 
cannot backflex.

Width (W) Recommended base
material & color

Recommended plate
material & color

Weight Min. radius (R)

mm in kg/m lb/ft mm in

110.0 4.33 POM-LF BR PA6 K 8.7 5.85 600.0 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

B E G J K L P T V

mm in mm in mm in mm in mm in mm in mm in mm in mm in

320.0 12.60 12.0 0.47 92.0 3.62 57.0 2.24 19.0 0.75 38.9 1.53 70.0 2.76 9.5 0.37 65.9 2.59

All dimensions are for chains in POM material.
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Datasheet: uni 2700 LH
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N

mm in mm in mm in mm in mm in mm in mm in

Z8 182.8 7.20 184.0 7.2 20.00 0.8 50.00 2.0 73.50 2.9 92.80 3.7 116.70 4.6 x

Z10 226.4 8.91 227.6 9.0 20.00 0.8 50.00 2.0 73.50 2.9 116.00 4.6 137.60 5.4 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.60 in
Width of sprocket: 42.3 mm/1.70 in
uni Retainer Rings: See uni Retainer Ring data sheet

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.

Non standard material and color:  
See uni Material and Color Overview.
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Datasheet: uni 2700 R
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uni Flex Plastic Chain
Side flexing chain
Pitch: 70.0 mm (2.76 in)
Backflex radius: 200 mm (8.00 in)
Permissible tensile strength: 
POM material 11000 N (2473 lbf)

Delivery: 5.0 m (16.5 ft)
No. of links/box: 72

Link
material

Rubber  
material

Z X Y

mm in mm in mm in

POM-D W 05 I 10.0 0.39 30.0 1.18 3.0 0.12

Width (W) Recommended base 
material & color

Recommended pin
material & color

Weight Min. radius (R)

mm in kg/m lb/ft mm in

110.0 4.33

POM-D    W

POM-D    G

POM-LF   BR

SS304 4.4 2.96 250.0 9.84

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

When ordering, please state the 
required distance between the 
Rubber Top.

Other Non Standard rubber profiles:
See uni Rubber Profile Overview

E G J K L P T V

mm in mm in mm in mm in mm in mm in mm in mm in

12.0 0.47 92.0 3.64 57.0 2.24 19.0 0.75 18.5 0.71 70.0 2.76 6.3 0.25 45.0 1.77

All dimensions are for chains in POM material.

Rubber Top

Accessories

uni 2700Series Type R
uni Flex Plastic Chain

EN

TRAVEL
Straight Curve

Photo  
will be 
updated
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Datasheet: uni 2700 R
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N

mm in mm in mm in mm in mm in mm in mm in

Z8 182.8 7.20 184.0 7.2 20.00 0.8 50.00 2.0 73.50 2.9 92.80 3.7 116.70 4.6 x

Z10 226.4 8.91 227.6 9.0 20.00 0.8 50.00 2.0 73.50 2.9 116.00 4.6 137.60 5.4 x

Sprocket

Machined sprocket

Other sprocket sizes are available upon request
Width of tooth: 15.0 mm/0.60 in
Width of sprocket: 42.3 mm/1.70 in
uni Retainer Rings: See uni Retainer Ring data sheet

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Datasheet: uni 2600 O M
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uni 2600Series Type O M
uni Flex Plastic Chain

Norminal width (W)
Material & color Pin material

Weight Min. radius (R)

mm in kg/m lb/ft mm in

42.0 1.65  POM-D W  G  B SS304 1.3 0.87  600 23.62

Non standard material and color: See uni Material and Color Overview.
Non standard pin material: See uni Material and Color Overview.

E F G P V W

mm in mm in mm in mm in mm in mm in

11.0 0.43 5.6 0.22 44.5 1.75 63.5 2.50 28.4 1.12 42.0 1.65

All dimensions are for chains in POM material.

TRAVEL

uni Flex Chains
Side flexing chain
Pitch: 63.5 mm (2.50 in)
Backflex radius: 75.0 mm (3.00 in)
Permissible tensile strength: 
POM material: 6000 N (1349 lbf)

Delivery: 6.1 m (20.0 ft)
No. of links/box: 96
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Datasheet: uni 2600 O M

Sprocket

Machined sprocket Cast iron sprocket SS304 sprocket

Other sprocket sizes are available upon request.
Width of tooth: 11.0 mm/0.43 in
Width of sprocket: 42.3 mm/1.66 in
uni Retainer Rings: See uni Retainer Ring data sheet.
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mm in mm in mm in mm in mm in mm in mm in

Z6 127.0 5.00 128.0 5.04 20.0 0.79 40.0 1.57 63.0 2.48 40.8 1.61 78.1 3.07 x x

Z8 165.9 6.53 168.9 6.65 20.0 0.79 50.0 1.97 73.5 2.89 62.5 2.46 97.5 3.84 x x x

Z10 205.5 8.09 210.5 8.29 20.0 0.79 50.0 1.97 73.5 2.89 83.5 3.29 117.2 4.61 x x

Z11 225.4 8.87 231.4 9.11 20.0 0.79 50.0 1.97 73.5 2.89 93.9 3.70 127.1 5.00 x x

Non standard material and color:  
See uni Material and Color Overview.

Please ensure that sufficient size 
shaft and keyway are chosen for 
corresponding load.
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Austria
T +43 171728 133
info-de@ammeraalbeltech.com
www.ammeraalbeltech.at

Belgium
T +32 2 466 03 00
info-be@ammeraalbeltech.com
www.ammeraalbeltech.be

Canada
T +1 905 890 1311
info-ca@ammeraalbeltech.com
www.ammeraalbeltech.com

Chile
T +56 2 233 12900 
info-cl@ammeraalbeltech.com 
www.ammeraalbeltech.cl

China
T +86 512 8287 2709
info-cn@ammeraalbeltech.com
www.ammeraalbeltech.com.cn

Czech Republic
T +420 567 117 211
info-cz@ammeraalbeltech.com
www.ammeraalbeltech.cz 

Denmark
T + 45 7572 3100
info-dk@ammeraalbeltech.com
www.unichains.com

Finland
T +358 207 911 400
info-fi@ammeraalbeltech.com
www.ammeraalbeltech.fi

France
T +33 3 20 90 36 00
info-fr@ammeraalbeltech.com
www.ammeraalbeltech.fr

Germany
T +49 4152 937-0
info-de@ammeraalbeltech.com
www.ammeraalbeltech.de

Hungary
T +36 30 311 6099 
info-hu@ammeraalbeltech.com
www.ammeraalbeltech.hu

India
T +91 44 265 34 244
info-in@ammeraalbeltech.com
www.ammeraalbeltech.com

Italy
T +39 051 660 60 06
info-it@ammeraalbeltech.com
www.ammeraalbeltech.it

Luxembourg
T +352 26 48 38 56
info-lu@ammeraalbeltech.com
www.ammeraal-beltech.lu

Malaysia
T +60 3 806 188 49
info-my@ammeraalbeltech.com
www.ammeraalbeltech.com 

Netherlands
T +31 72 57 51212
info-nl@ammeraalbeltech.com
www.ammeraalbeltech.nl

Poland
T +48 32 44 77 179
info-pl@ammeraalbeltech.com
www.ammeraalbeltech.com 

Portugal
T +351 22 947 94 40
info-pt@ammeraalbeltech.com
www.ammeraalbeltech.pt

Singapore
T +65 62739767
info-sg@ammeraalbeltech.com
www.ammeraalbeltech.com

Slovakia
T +421 2 55648541-2
info-sk@ammeraalbeltech.com
www.ammeraalbeltech.sk

South Korea
T +82 31 448 3613-7
info-kr@ammeraalbeltech.com
www.ammeraalbeltech.co.kr

Spain
T +34 93 718 3054 
info-es@ammeraalbeltech.com
www.ammeraalbeltech.es

Sweden
T +46 44 780 3010
info-se@ammeraalbeltech.com
www.ammeraalbeltech.se 

Switzerland
T +41 55 2253 535
info-ch@ammeraalbeltech.com
www.ammeraalbeltech.ch

Thailand
T +66 2 902 2604-13
info-th@ammeraalbeltech.com
www.ammeraalbeltech.com

United Kingdom
T +44 1992 500550
info-uk@ammeraalbeltech.com
www.ammeraalbeltech.co.uk

United States
T +1 847 673 6720
info-us@ammeraalbeltech.com
www.ammeraalbeltech.com

Vietnam
T +84 8 376 562 05
info-vn@ammeraalbeltech.com
www.ammeraalbeltech.com.vn

 
 
 
 
 

 
 
 
 
 
Global Headquarters:

Ammeraal Beltech Holding B.V.
P.O. Box 38
1700 AA Heerhugowaard
The Netherlands

T +31 (0)72 575 1212
F +31 (0)72 571 6455

info@ammeraalbeltech.com
www.ammeraalbeltech.com


