Round-Link Steel Chains DIN 766 A, zinc-plated

Material: High-quality steel in accordance with DIN 17115,
zinc plated

Short links, true to gauge, certified. Quality class 3.
High-quality steel in accordance with DIN 17115,
Surface, zinc plated . R E

Stock lengths available, max 30 m.

Matching sprockets and chain rollers, see page 120. ++——
Ordering Details: e.g.: Product No. 770 104 00, Round-Link Steel Chain 4 mm, DIN 766A.

Work Minimum

Product No. d t b load* breaking load Weight

mm mm mm approx.N N kg/m
770 104 00 4 16 14 2000 8000 0,32
770 105 00 5 18,5 17 3200 12000 0,5
770 106 00 6 18,5 20 4000 16000 0,75
770 108 00 8 24 26 8000 32000 1,35
770 110 00 10 28 34 12000 50000 2,25

* At chain speeds up to 1 m/s.

Spare Chain Links RN, zinc-plated

Material: Steel, zinc plated.

Chain links consisting of two parts that have to be riveted
together. Precisely drop-forged and deburred, ready-to-use,
matching chain DIN 766. One part is placed on top of the other,
and then both parts are pressed together. These spare chain
links cannot be used for continuous operation under load.

Matching sprockets and chain rollers, see page 120.

Ordering Details: e.g.: Product No. 770 135 00, Spare Chain Link RN 5 mm.

Product No. d= t= Weight
mm mm g
770 135 00 5 18,5 12
770 136 00 6 18,5 14
770 138 00 8 24 38
770 140 00 10 28 75

Round-Link Steel Chains similar to DIN 766 A, Stainless

Material: Stainless steel 1.4401.

Short links, true to gauge, certified,
as per DIN 766 A Quality Class 3.

Stock lengths available, max 30 m.

#*
STAINLESS E

Matching sprockets and chain rollers, d' .
see page 120. | <=

Ordering Details: e.g.: Product No. 770 990 04, Round-Link Steel Chain 4 mm, Stainless.

Work Minimum

Product No. d t b load* breaking load Weight

mm mm mm approx.N N kg/m
770 990 04 4 16 14 2000 8000 0,32
770 990 05 5 18,5 17 3200 12000 0,5
770 990 06 6 18,5 20 4000 16000 0,75
770 990 08 8 24 26 8000 32000 1,35
770990 10 10 28 34 12000 40000 2,25

* At chain speeds up to 1 m/s.
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Chain Wheels without Teeth (Chain Rollers)

Matching chains in accordance with DIN 766 A.
Material: grey cast iron GG 25. |
Hub unfinished and without bore, some with core hole.

All dimensions and weights ,ca.”.

i e 1 O I
b
L
Ordering Details: e.g.: Art.No. 770 404 00, Chain Wheel, d,= 56 mm, 4 mm
Chain Width 4 mm, Pitch 16 mm
Product No. d, d b ND L B approx. Weight
mm mm mm mm mm mm kg
770 404 00 56 41 23 50 30 - 0,3
770 408 00 96 81 23 50 35 - 1,0
Chain Width 5 and 6 mm, Pitch 18.5 mm
Product No. d, d b ND L B approx. Weight
mm mm mm mm mm mm kg
770 506 00 95 71 32 50 50 - 1,2
770 508 00 120 94 32 50 50 - 2,0
770 512 00 165 141 34 60 50 - 32
77051500 200 177 32 65 50 - 3.2
Chain Width 8 mm, Pitch 24 mm
Product No. d, d b ND L B approx. Weight
mm mm mm mm mm mm kg
770 607 00 117 107 41 80 65 - 3,0
770 608 00 162 122 45 80 65 - 5,0
770 612 00 212 183 45 80 65 25 6,0
770 614 00 245 214 45 80 65 25 7.5
770 624 00 390 367 45 90 70 25 15,0
Chain Width 10 mm, Pitch 28 mm
Product No. d, d b ND L B approx. Weight
mm mm mm mm mm mm kg
770 705 00 115 89 56 60 65 - 3,0
770712 00 250 214 52 140 75 25 13,0

Reworking within
24h-service possible.
Custom made parts
on request.
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Chain Wheels with Teeth (Hasp Wheels)

Matching chains in accordance with DIN 766 A.
Material: Grey cast iron GG 25.

Teeth cast, hub unfinished and without bore,
some with core hole.

All dimensions and weights ,ca.".
mﬁ "2 o
b4
L
Ordering Details: e.g.: Product No. 771 104 00, Hasp Wheel, Cast, 4 teeth, 4 mm
Chain Width 4 mm, Pitch 16 mm
Product No.  Number d, d b ND L B approx. Weight
of teeth mm mm mm mm mm mm kg
771 104 00 4 56 41 24 40 30 0,3
771 108 00 8 96 81 28 50 35 1,0
771 112 00 12 140 122 25 50 40 1.5
771 115 00 15 165 153 24 50 40 2,4
771 118 00 18 200 183 26 50 40 2,6
Chain Width 5 and 6 mm, Pitch 18.5 mm
Product No.  Number d, d b ND L B approx.  Weight
of teeth mm mm mm mm mm mm kg
771 206 00 6 95 71 32 50 50 1,2
771 207 00 7 110 82 34 60 50 1.9
771 208 00 8 120 94 32 50 50 2,0
771 210 00 10 135 118 32 60 50 2,4
771 212 00 12 165 141 33 60 50 - 3,2
771 214 00 14 185 165 32 65 50 = 4,3
771 215 00 15 200 177 32 65 50 - 3.2
771 216 00 16 215 188 31 65 50 = 3,8
771 218 00 18 235 212 35 60 50 - 5,0
771 220 00 20 260 236 33 60 55 - 5,0
771 224 00 24 300 283 33 60 50 - 55
771 226 00 26 335 306 37 70 60 - 7,5
771 230 00 30 380 353 35 80 60 - 9,0
771 236 00 36 450 424 35 920 85 25 12,0
771 240 00 40 500 470 39 100 75 25 17,0
771 250 00 50 620 589 41 100 75 25 27,0
Chain Width 8 mm, Pitch 24 mm
Product No.  Number da d b ND L Bapprox.  Weight
of teeth mm mm mm mm mm mm kg
771 406 00 6 115 92 45 80 65 3,0
771 408 00 8 162 122 45 80 65 - 4,6
771 410 00 10 180 153 45 80 65 25 5,0
771 412 00 12 212 183 45 80 65 25 6,0
771 414 00 14 245 214 45 80 65 25 7,5
771 416 00 16 275 244 45 90 70 25 9,5
771 418 00 18 305 275 46 90 70 25 12,0
771 420 00 20 345 306 46 90 70 25 13,0
771 424 00 24 390 367 46 120 70 30 15,0
771 428 00 28 450 428 48 120 70 25 17,0
Chain Width 10 mm, Pitch 28 mm
Product No.  Number d, d b ND L B approx.  Weight
of teeth mm mm mm mm mm mm kg
771 605 00 5 115 89 56 60 65 - 3,0 king withi
771 608 00 8 170 140 50 80 70 25 6,5 Reworking within
771 612 00 12 250 214 52 140 75 25 13,0 - g :
771 624 00 24 450 428 56 100 70 30 21,0 24h-service posuble.

Custom made parts
on request.
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